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	 номер детали	 VS402
	
	подробное описание детали	 Dual Frequency VCSO 
	
	 Download	  6 Pages
	
	Scroll/Zoom	

100% 

	
	производитель	 VECTRON [Vectron International, Inc]
	
	домашняя страница	 http://www.vectron.com
	
	Logo	 
	

		








	
 VS402 датащи(HTML) 5 Page - Vectron International, Inc



	


	 							 







zoom in
zoom out

 

	
 5 / 6 page
5 of 6
Standard Shipping Method
Vectron International • 267 Lowell Road, Hudson, NH 03051 • Tel: 1-88-VECTRON-1 • http://www.vectron.com
Enclosure Type
Tape Width W (mm)
Quantity per meter
Quantity per reel
Dimension P
G212
24
500
12
Recommended Reflow Profile
Profile Feature
Pb-Free Assembly/Sn-Pb As-
sembly
Profile Feature
Pb-Free Assembly/Sn-Pb
Assembly
Average ramp-up rate (T
L to TP)
3°C/second max.
Time 25°C to Peak Temperature
8 minutes max.
Preheat - Temperature Min T
Smin
-Temperature Min T
Sma
-Time (min to max) t
S
150°C
200°C
60-180 seconds
Time maintained above
-Temperature (T
L)
-Time (t
L)
217°C
60-150 seconds
T
Smax to TL -Ramp-up Rate
3°C/second max
Time maintained above
-Temperature (T
L)
-Time (t
L)
217°C
60-150 seconds
Time within 5°C of actual Peak-
Temperature (t
P)
20-40 seconds
Peak Temperature (T
P)
max 260°C
Ramp-down Rate
6°C/ second max
Note: All temperatures refer to topside of the package, measured on the package body surface.
SMD oscillators must be on the top side of the PCB during the reflow process.
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	производитель	номер детали	датащи	подробное описание детали
	

SHENZHEN DOINGTER SEMIC...	
VS40200AD
	


2Mb / 6P	   N-Channel MOSFET uses advanced SGT technology

	
VS40280AT
	


2Mb / 6P	   N-Channel MOSFET uses advanced trench technology
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	Аналогичное описание - VS402



	
	производитель	номер детали	датащи	подробное описание детали
	

Vectron International, ...	
VS-751
	


255Kb / 7P	   Dual Frequency VCSO

	
VS-509
	


207Kb / 9P	   Dual Frequency VCSO

	
VS-550
	


144Kb / 7P	   Dual Frequency VCSO

	
VS-709
	


719Kb / 9P	   Dual Frequency VCSO

	
VS-504
	


872Kb / 6P	   Dual Frequency VCSO

	
VS-709
	


719Kb / 9P	   Dual Frequency VCSO

	
VS-751
	


501Kb / 8P	   Dual Frequency VCSO

	
VS-550
	


146Kb / 7P	   DUAL FREQUENCY VCSO

	
VS-509
	


200Kb / 9P	   Dual Frequency VCSO

	
VS-750
	


263Kb / 7P	   Dual Frequency VCSO
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