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Contact (Typ)
Zangenvorderseite
Front of Tool
Zangenrückseite
Back of Tool
3. Position the contact so that the mating end of the
contact is on the Locator side of the tool, and that
the open "U" of the wire barrels face the top of the
tool.
CAUTION
Make sure that both crimpflanks of the wire
barrel are started evenly into the crimping
section. Do NOT attempt to crimp an
improperly positioned contact.
4. Hold the contact in position and squeeze the tool
handles together until ratchet engages sufficiently
to hold the contact in position. Do NOT deform
insulation barrel or wire barrel.
5. Insert stripped wire into contact wire barrel
(Figure 3).
6. Holding the wire in place, squeeze tool handles
together until ratchet releases. Allow tool handles
to open and remove crimped contact.
7. Check the contacts crimp height as described in
Section 5, CRIMP HEIGHT INSPECTION. If
necessary, adjust the crimp height as described
in Section 6, CRIMP HEIGHT ADJUSTMENT.
3. Positionieren Sie den Kontakt so, daß sich der
Kontaktierbereich des Kontaktes auf der Seite
des Kontaktpositionierers befindet und die Crimp-
flanken (U-Form) des Draht- und Drahtcrimps
nach oben gerichtet sind.
VORSICHT
Stellen Sie sicher, daß die beiden Crimp-
flanken des Drahtcrimps im Crimpbereich
gleichmäßig geführt werden. Versuchen Sie
NICHT, einen ungenau positionierten Kontakt
zu crimpen.
4. Halten Sie den Kontakt in Position und drücken
Sie die Zangengriffe soweit zusammen, bis der
Ratschenmechanismus entsprechend verriegelt
und der Kontakt in der Zange gehalten wird.
Achten Sie darauf, daß Sie die Isolations- und
Drahtcrimpflanken NICHT deformieren.
5. Führen Sie die abisolierte Leitung in die
Drahtcrimphülse (Bild 3).
6. Halten Sie die Leitung in dieser Stellung und
drücken Sie die Zangengriffe zusammen, bis der
Ratschenmechanismus auslöst bzw. öffnet. Las-
sen Sie die Zange vollständig öffnen und entneh-
men Sie den gecrimpten Kontakt.
7. Überprüfen Sie die Crimphöhe, wie nachstehend
beschrieben. Nehmen Sie ggf. eine Einstellung
der Crimphöhe vor.


		















	Аналогичный номер детали - 411-18269



	
	производитель	номер детали	датащи	подробное описание детали
	

TE Connectivity Ltd	
411-18265
	


131Kb / 11P	   This ERGOCRIMP Die is suitable to crimp the following crimp contacts







More results






	Аналогичное описание - 411-18269



	
	производитель	номер детали	датащи	подробное описание детали
	

TE Connectivity Ltd	
411-18527
	


215Kb / 11P	   This ERGOCRIMP Die is suitable to crimp the following crimp contacts

	
411-18235
	


95Kb / 11P	   This ERGOCRIMP Die is suitable to crimp the following crimp contacts

	
411-18231
	


97Kb / 11P	   This ERGOCRIMP Die is suitable to crimp the following crimp contacts

	
411-18239
	


97Kb / 11P	   This ERGOCRIMP Die is suitable to crimp the following crimp contacts

	
411-18265
	


131Kb / 11P	   This ERGOCRIMP Die is suitable to crimp the following crimp contacts

	

Tyco Electronics	
3-1579001-5
	


50Kb / 1P	   ERGOCRIMP-DIE SET ERGOCRIMP MATRIZE

	

Freescale Semiconductor...	
MC9S08SH4CTG
	


1Mb / 341P	   This is the MC9S08SH8 datasheet set consisting of the following files

	

Integrated Device Techn...	
TSI350
	


848Kb / 163P	   This chapter discusses the following

	

NXP Semiconductors	
MCF51JG256DS
	


1,022Kb / 46P	   This is the MCF51JG256 Data Sheet set consisting of the following files

Rev.1.1, 07/2013
	
MCF51QW256DS
	


922Kb / 42P	   This is the MCF51QW256 Data Sheet set consisting of the following files

1.1, 07/2013






More results






	

	

	



Html Pages



 1

 2

 3

 4

 5

 6

 7

 8

 9

 10

 11





датащи скачать
 












	ссылки URL

	

















English
中文
한국어
français
español
日本語
Deutsch
italiano
русский
polski
português
Tiếng việt
Indian
Mexican
British
New Zealand





	
Конфиденциальность

	ALLDATASHEETRU.COM



	
Вашему бизинису помогли Аллдатащит?  [ DONATE ] 

	
Что такое Аллдатащит   |  
реклама   |   

контакт   |  
Конфиденциальность   |   

обмен ссыками   |  
поиск по производителю

All Rights Reserved©Alldatasheet.com 




	 
Mirror Sites
English :   Alldatasheet.com  |  
English :    Alldatasheet.net  |  
Chinese : Alldatasheetcn.com  |  
German :  Alldatasheetde.com  |  
Japanese : Alldatasheet.jp

Russian : Alldatasheetru.com  |  
Korean : Alldatasheet.co.kr  |  
Spanish : Alldatasheet.es  |  
French : Alldatasheet.fr  |  
Italian : Alldatasheetit.com

Portuguese : Alldatasheetpt.com  |  
Polish : Alldatasheet.pl  |  
Vietnamese : Alldatasheet.vn

Indian : Alldatasheet.in  |  
Mexican : Alldatasheet.com.mx  |  
British : Alldatasheet.co.uk  |  
New Zealand : Alldatasheet.co.nz

	
Family Site :   ic2ic.com  |  
icmetro.com



   










