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Reel dimensions
A
B
C
Taping Quantity:2
000 pieces per 7” reel
CAUTION OF HANDLING
Limitation of Applications
Please contact us before using our products for the applications listed below which require especially high reliability for
the prevention of def
ects, which might directly cause damage to the third party’s life, body or property.
(1)
Aircraft equipment
(2)
Aerospace equipment
(3)
Undersea equipment
(4)
Medical equipment
(5)
Disaster prevention / crime prevention equipment
(6)
Traffic signal equipment
(7)
Transportation equipment (vehicles, trains, ships, etc.)
(8)
Applications of similar complexity and /or reliability requirements to the applications listed in the above.
Storage condition
(1)
Products should be used in 6 months from the day of WALSIN outgoing inspection.
(2)
Storage environment condition.
 Products should be storage in the warehouse on the following conditions.
 Temperature
: +5 to +40℃
 Humidity
: 30 to 70% relative humidity
 Don’t keep products in corrosive gases such as sulfur. Chlorine gas or acid or it may cause oxidization of
electrode, resulting in poor solderability.
 Products should be storage on the palette for the prevention of the influence from humidity, dust and son on.
 Products should be storage in the warehouse without heat shock, vibration, direct sunlight and so on.
 Products should be storage under the airtight packaged condition.
Index
A
B
C
Dimension (mm)
Φ178.0
Φ60.0
Φ13.0


		















	Аналогичный номер детали - AMDIP2004L167B1U



	
	производитель	номер детали	датащи	подробное описание детали
	

WALSIN TECHNOLOGY CORPO...	
AMDIP2004L157B1U
	


585Kb / 6P	   Low Profile Thickness







More results






	Аналогичное описание - AMDIP2004L167B1U



	
	производитель	номер детали	датащи	подробное описание детали
	

WALSIN TECHNOLOGY CORPO...	
AMDIP2012050LP7B1U
	


579Kb / 6P	   Low Profile Thickness

	
RFBPF2012090A0T
	


587Kb / 7P	   Low Profile Thickness

	
RFBPB2012090AYT
	


196Kb / 3P	   Low Profile Thickness

	
AMLPF16082G5WM0T29
	


576Kb / 6P	   Low Profile Thickness

	
KFDIP2004L19T
	


290Kb / 3P	   Low Profile Thickness

	
AMDIP2004L157B1U
	


585Kb / 6P	   Low Profile Thickness

	
RFBPB2012090AY7N3T
	


196Kb / 3P	   Low Profile Thickness

	
KFBPF2012100C67B1U
	


606Kb / 7P	   Low Profile Thickness

	

Taoglas antenna solutio...	
PC240.09.0300K
	


935Kb / 15P	   Low profile-only 3mm in thickness

	

ALPS ELECTRIC CO.,LTD.	
SSSS8
	


996Kb / 5P	   A low-profile slide switch with 1.4mm thickness
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