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AC Data Latencies
Symbol
Parameter
Test Conditions
Typ.
(13)
Max.
Units
tPD-WR0
Write Latency
WRITE Mode, CKSEL=0
(11,12)
See Figure 15
147
ns
tPD-WR1
Write Latency
WRITE Mode, CKSEL=1
(11,12)
See Figure 15
111
ns
tPD-RD
Total Read Latency
READ Mode
(11,14)
See Figure 17
340
480
ns
tPD-RDC
Read Control Latency
READ Mode
(11,15)
See Figure 17
276
ns
tPD-RDD
Read Data Latency
READ Mode
(11,16)
See Figure 17
84
ns
tPD-SPI
SPI Write Latency
SPI-WRITE Mode
(11,17)
See Figure 16
115
ns
Notes:
11. Minimum times occur with maximum oscillator frequency. Maximum times occur with minimum oscillator
frequency.
12. Write latency is the sum of the delay through the master serializer and slave deserializer, plus the flight time
across the flex cable and I/O propagation delays.
13. Assumes propagation delay across the flex cable and through the I/Os of 20ns.
14. Total read latency tPD-RD is the sum of the Read-Control Phase latency (tPD-RDC) and the Read-Data Phase latency
(tPD-RDD). tPD-RD = tPD-RDC+ tPD-RDD.
15. Read-Control latency is the sum of the delay through the master serializer and slave deserializer, plus flex cable
flight times and I/O propagation delays.
16. Read Data latency is the sum of the delay through the slave serializer and master deserializer, plus flex cable
flight times and I/O propagation delays.
17. SPI–Write latency is the sum of the delay through the master serializer and slave deserializer, plus the flight time
across the flex cable and I/O propagation delays.
AC Oscillator Specifications
Symbol
Parameter
Test Conditions
Min.
Typ.
Max.
Units
fOSC
Serial Operating
Frequency
240
275
310
MHz
tOSC-STBY
Oscillator Stabilization
Time After Standby
VDDA=VDDS=2.75V
/RES=1, /STBY
↑ Transition
15
30
µs
tOSC-RES
Oscillator Stabilization
Time After Reset
VDDA=VDDS=2.75V
/STBY=1, /RES
↑ Transition
30
50
µs
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	производитель	номер детали	датащи	подробное описание детали
	

Fairchild Semiconductor	
FIN324C
	


930Kb / 19P	   24-Bit Ultra-Low Power Serializer / Deserializer Supporting Single and Dual Displays

	
FIN324C
	


288Kb / 4P	   FIN324C Reset and Standby

	
FIN324CGFX
	


930Kb / 19P	   24-Bit Ultra-Low Power Serializer / Deserializer Supporting Single and Dual Displays

	
FIN324CMLX
	


930Kb / 19P	   24-Bit Ultra-Low Power Serializer / Deserializer Supporting Single and Dual Displays

	
FIN324C
	


930Kb / 19P	   24-Bit Ultra-Low Power Serializer / Deserializer Supporting Single and Dual Displays
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	производитель	номер детали	датащи	подробное описание детали
	

Fairchild Semiconductor	
FIN324C
	


930Kb / 19P	   24-Bit Ultra-Low Power Serializer / Deserializer Supporting Single and Dual Displays

	
FIN224C
	


765Kb / 9P	   24-Bit Low-Power Serializer/Deserializer

	
FIN210AC
	


673Kb / 17P	   10-Bit Serializer / Deserializer Supporting Cameras and Small Displays up to 48MHz

	
FIN424C
	


327Kb / 10P	   20-Bit Ultra-Low-Power Serializer / Deserializer for 關Controller and RGB Displays

	
FIN24C
	


758Kb / 22P	   uSerDes Low Voltage 24-Bit Bi-Directional Serializer/Deserializer

	

Vitesse Semiconductor C...	
VSC7145
	


746Kb / 2P	   Dual Speed 10-bit Serializer/Deserializer

	

National Semiconductor ...	
DS90C124
	


865Kb / 17P	   5-35MHz DC-Balanced 24-Bit LVDS Serializer and Deserializer

	
DS99R103
	


890Kb / 22P	   3-40MHz DC-Balanced 24-Bit LVDS Serializer and Deserializer

	
DS99R105
	


922Kb / 24P	   3-40MHz DC-Balanced 24-Bit LVDS Serializer and Deserializer

	

Texas Instruments	
DS99R103
	


1Mb / 30P	[Old version datasheet]   3-40MHz DC-Balanced 24-Bit LVDS Serializer and Deserializer
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