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AC Electrical Characteristics
Values are provided for over-supply voltage and operating temperature ranges, unless otherwise specified.
Symbol
Parameter
Test Conditions
Min.
Typ.(4)
Max.
Units
SERIALIZER INPUT OPERATING CONDITIONS
tTCP
CKREF Clock Period
(10 MHz–20 MHz)
See Figure 20
50.0
T
100
ns
fREF
CKREF Frequency Relative to
Strobe Frequency
CKREF does not equal STROBE
1.1 x fST
20.0
MHz
tCPWH
CKREF Clock High Time
0.2
0.5
T
tCPWL
CKREF Clock Low Time
0.2
0.5
T
tCLKT
LVCMOS Input Transition
Time
See Figure 20
90.0
ns
tSPWH
STROBE Pulse Width
HIGH/LOW
See Figure 20
(Tx 4) / 26
(T x 22) /
26
ns
fMAX
Maximum Serial Data Rate
CKREF x 26
260
520
Mb/s
tSTC
DP(n) Setup to STROBE
DIRI = 1, See Figure 9 (f = 5MHz)
2.5
ns
tHTC
DP(n) Hold to STROBE
2.0
ns
fREF
CKREF Frequency Relative to
Strobe Frequency
CKREF Does Not Equal STROBE
1.1 x
fSTROBE
20.0
MHz
SERIALIZER AC ELECTRICAL CHARACTERISTICS
tTCCD
Transmitter Clock Input to
Clock Output Delay
See Figure 23, DIRI = 1,
CKREF = STROBE
33a + 1.5
35a + 6.5
ns
tSPOS
CKSO Position Relative to DS See Figure 27(5)
–50.0
250
ps
PLL AC ELECTRICAL CHARACTERISTICS
tTPLLS0 Serializer PLL Stabilization
Time
See Figure 22
200
µs
tTPLLD0 PLL Disable Time Loss of
Clock
See Figure 27
30.0
µs
tTPLLD1 PLL Power-Down Time
See Figure 28(6)
20.0
ns
DESERIALIZER INPUT OPERATION CONDITIONS
tS_DS
Serial Port Setup Time,
DS-to-CKSI
See Figure 25(7)
1.4
ns
tH_DS
Serial Port Hold Time,
DS-to-CKS
See Figure 25(7)
–250
ps
DESERIALIZER AC ELECTRICAL CHARACTERISTICS
tRCOP
Deserializer Clock Output
(CKP OUT) Period
See Figure 21
50.0
T
500
ns
tRCOL
CKP OUT Low Time
See Figure 21 (Rising Edge Strobe)
Serializer Source STROBE = CKREF
Where a = (1 / f) / 26(8)
13a-3
13a+3
ns
tRCOH
CKP OUT High Time
13a-3
13a+3
ns
tPDV
Data Valid to CKP LOW
See Figure 21 (Rising Edge Strobe)
Where a = (1 / f) / 26(8)
8a-6
8a+1
ns
tROLH
Output Rise Time
(20% to 80%)
CL = 5pF
2.5
ns
tROHL
Output Fall Time
(80% to 20%)
See Figure 18
2.5
ns
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	производитель	номер детали	датащи	подробное описание детали
	

Fairchild Semiconductor	
FIN24CGFX
	


758Kb / 22P	   uSerDes Low Voltage 24-Bit Bi-Directional Serializer/Deserializer
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	Аналогичное описание - FIN24CGFX



	
	производитель	номер детали	датащи	подробное описание детали
	

Fairchild Semiconductor	
FIN24C
	


758Kb / 22P	   uSerDes Low Voltage 24-Bit Bi-Directional Serializer/Deserializer

	
FIN224AC
	


539Kb / 23P	   USerDes 22-Bit Bi-Directional Serializer/Deserializer

	
FIN224AC_0611
	


497Kb / 23P	   uSerDes 22-Bit Bi-Directional Serializer/Deserializer

	
FIN12AC
	


514Kb / 24P	   uSerDes Low-Voltage 12-Bit Bi-Directional Serializer/Deserializer with Multiple Frequency Ranges

	
FIN24AC
	


389Kb / 25P	   22-Bit Bi-Directional Serializer/Deserializer

	
FIN224AC
	


1Mb / 19P	   22-Bit Bi-Directional Serializer/Deserializer

	
FIN224AC
	


1Mb / 19P	   22-Bit Bi-Directional Serializer/Deserializer

	
FIN24AC
	


708Kb / 21P	   USerDesTM 22-Bit Bi-Directional Serializer/Deserializer

	
FIN24A
	


1Mb / 20P	   Low Voltage 24-Bit Bi-Directional Serializer/Deserializer with Multiple Frequency Ranges (Preliminary)

	
FIN12AC
	


642Kb / 21P	   Low-Voltage 12-Bit Bi-Directional Serializer/Deserializer with Multiple Frequency Ranges







More results
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