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Absolute Maximum Ratings
Stresses exceeding the absolute maximum ratings may damage the device. The device may not function or be
operable above the recommended operating conditions and stressing the parts to these levels is not recommended.
In addition, extended exposure to stresses above the recommended operating conditions may affect device reliability.
The absolute maximum ratings are stress ratings only.
Symbol
Parameter
Min.
Max.
Unit
VCC
Power Supply Voltage
-0.3
+4.6
V
VID_TTL
TTL/CMOS Input/Output Voltage
-0.5
+4.6
V
VIO_LVDS LVDS Input/Output Voltage
-0.3
+4.6
V
IOSD
LVDS Output Short-Circuit Current
Continuous
TSTG
Storage Temperature Range
-65
+150
°C
TJ
Maximum Junction Temperature
+150
°C
TL
Lead Temperature, Soldering, 4 Seconds
+260
°C
ESD
Human Body Model, JESD22-A114 (1.5k
,100pF)
I/O to GND
>10.0
kV
All Pins
>6.5
Machine Model, JESD22-A115 (0
, 200pF)
>400
V
Note:
6.
Absolute maximum ratings are DC values beyond which the device may be damaged or have its useful life
impaired. The datasheet specifications should be met, without exception, to ensure that the system design is
reliable over its power supply, temperature, and output/input loading variables.
Recommended Operating Conditions
The Recommended Operating Conditions table defines the conditions for actual device operation. Recommended
operating conditions are specified to ensure optimal performance to the datasheet specifications. Fairchild does not
recommend exceeding them or designing to Absolute Maximum Ratings.
Symbol
Parameter
Min.
Max.
Unit
VCC
Supply Voltage
3.0
3.6
V
TA
Operating Temperature
-40
+85
°C
VCCNPP
Maximum Supply Noise Voltage
(7)
100
mVPP
Note:
7.
100mV VCC noise should be tested for frequency at least up to 2MHz. All the specifications should be met under
such noise.
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281Kb / 9P	   Low Voltage 28-Bit Flat Panel Display Link Serializers
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553Kb / 18P	   Low Voltage 28-Bit Flat Panel Display Link Serializers/Deserializers

	

National Semiconductor ...	
DS90CR483
	


348Kb / 17P	   48-Bit LVDS Channel Link Serializer/Deserializer

	

Texas Instruments	
LM2502
	


1Mb / 31P	[Old version datasheet]   Mobile Pixel Link Display Interface Serializer and Deserializer

	

National Semiconductor ...	
LM2502
	


1Mb / 27P	   Mobile Pixel Link (MPL) Display Interface Serializer and Deserializer

	

Texas Instruments	
DS90CR561
	


455Kb / 14P	[Old version datasheet]   18-Bit Color Flat Panel Display (FPD) Link
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765Kb / 9P	   24-Bit Low-Power Serializer/Deserializer

	

Texas Instruments	
SN65LVDS93B
	


1Mb / 33P	[Old version datasheet]   10 MHz - 85 MHz 28-bit Flat Panel Display Link LVDS Serdes Transmitter

	
SN65LVDS93B
	


1Mb / 33P	[Old version datasheet]   10 MHz - 85 MHz 28-bit Flat Panel Display Link LVDS Serdes Transmitter
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