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AC Electrical Characteristics
Over supply voltage and operating temperature ranges, unless otherwise specified
Note 4: All typical values are at TA = 25°C and with VCC = 3.3V.
Note 5: Part-to-part skew is the maximum delay time difference on like edges (LOW-to-HIGH or HIGH-to-LOW) for the same VCC and temperature condi-
tions.
Symbol
Parameter
Test Conditions
Min
Typ
Max
Units
(Note 4)
tPLHD
Differential Output Propagation Delay
0.7
1.6
ns
LOW-to-HIGH
RL = 75 Ω, CL = 5 pF,
1.0
1.2
1.3
tPHLD
Differential Output Propagation Delay
VCC = 3.3V, TA = 25°C0.7
1.6
ns
HIGH-to-LOW
See Figure 4 and Figure 5
1.0
1.2
1.3
tTLHD
Differential Output Rise Time (20% to 80%)
290
580
ps
tTHLD
Differential Output Fall Time (80% to 20%)
290
580
ps
tPLH
Selection Propagation Delay
0.6
1.5
ns
LOW-to-HIGH (SELn to OUTn)RL = 75 Ω, CL = 5 pF,
0.9
1.1
1.2
tPHL
Selection Propagation Delay
VCC = 3.3V, TA = 25°C0.6
1.5
ns
HIGH-to-LOW (SELn to OUTn)
See Figure 6 and Figure 7
0.9
1.1
1.2
tZHD
Differential Output Enable Time
3.5
ns
from Z-to-HIGH
tZLD
Differential Output Enable Time
3.5
ns
from Z-to-LOW
RL = 75Ω, CL = 5 pF
tHZD
Differential Output Disable Time
See Figure 8 and Figure 9
3.5
ns
from HIGH-to-Z
tLZD
Differential Output Disable Time
3.5
ns
from LOW-to-Z
tSET
Input (INn+/INn−) Setup Time to SELn
See Figure 10
0.5
0.3
ns
tHOLD
Input (INn+/INn−) Hold Time to SELn
See Figure 10
0.5
0.3
ns
tJIT
Output Peak-to-Peak Jitter
223
−1 PRBS Sequence at 800 Mbps
190
ps
50% Duty Cycle at 800 Mbps
20
35
ps
fTOG
Maximum Toggle Frequency
RL = 75 Ω, CL = 5 pF, See Figure 4
800
900
Mbps
tSKEW
Within Device Channel-to-Channel Skew
35
80
ps
Pulse Skew |tPLHD -tPHLD|
0
225
ps
Part-to-Part Skew (Note 5)
100
500
ps


		















	Аналогичный номер детали - FIN1022M



	
	производитель	номер детали	датащи	подробное описание детали
	

Fairchild Semiconductor	
FIN1025
	


264Kb / 7P	   3.3V LVDS 2-Bit High Speed Differential Driver

	
FIN1025MTC
	


264Kb / 7P	   3.3V LVDS 2-Bit High Speed Differential Driver

	
FIN1026
	


226Kb / 5P	   3.3V LVDS 2-Bit High Speed Differential Receiver

	
FIN1026MTC
	


226Kb / 5P	   3.3V LVDS 2-Bit High Speed Differential Receiver

	
FIN1027
	


946Kb / 12P	   3.3V LVDS 2-Bit High Speed Differential Driver
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	производитель	номер детали	датащи	подробное описание детали
	

Texas Instruments	
SN65LVCP22
	


472Kb / 17P	[Old version datasheet]   2 X 2 1000 MBPS LVDS CROSSPOINT SWITCH

	
SN65LVDS122
	


544Kb / 18P	[Old version datasheet]   1.5-Gbps 2 x 2 LVDS CROSSPOINT SWITCH

	

Maxim Integrated Produc...	
MAX9152
	


294Kb / 12P	   800Mbps LVDS/LVPECL-to-LVDS 2 x 2 Crosspoint Switch

19-2003; Rev 0; 4/01
	

Micrel Semiconductor	
SY55854U
	


238Kb / 8P	   2 x 2 Protection Crosspoint Switch

	
SY55854U
	


251Kb / 8P	   2 x 2 Protection Crosspoint Switch

	
SY55854U
	


40Kb / 7P	   2 X 2 PROTECTION CROSSPOINT SWITCH

	
SY55854U_1107
	


219Kb / 8P	   2 x 2 Protection Crosspoint Switch

	

Texas Instruments	
SN65LVDS122
	


589Kb / 21P	[Old version datasheet]   1.5-Gbps 2 쨈 2 LVDS CROSSPOINT SWITCH

	
SN65LVDS122
	


931Kb / 23P	[Old version datasheet]   1.5-Gbps 2 쨈 2 LVDS CROSSPOINT SWITCH

	

Maxim Integrated Produc...	
MAX9392
	


370Kb / 14P	   Anything-to-LVDS Dual 2 x 2 Crosspoint Switches

Rev 0; 8/03
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